734 McLEAN - WEST FALLS CHURCH
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6:00 6:08 6:23 6:29 6:32 6:39 4:06 4:14 4:17 4:27 4:32 4:43 west Fa I Is Ch u rCh

6:30 6:38 6:53 6:59 7:02 7:09 4:36 4:44 4:47 4:57 5:02 5:13 McLean Metro Staion - Great Falls St «
7:00  7:08 7:23 7:29 7:32 7:39 506 514 5:17 5:27 5:32 5:43 West Falls Church Metro Station «
7:30 7:38 7:53 7:59 8:02 8:09 5:41 5:49 5:52 6:02 6:07 6:18 Haycock Rd - Westmoreland St
8:05 813 8:28 8:34 8:37 8:44 6:16 624 627 6:37 6:42 6:53

Weekday Rush Hour Service Only
8:35 8:43 8:58 9:04 9:07 9:14 6:51 6:59 7:02 7:12 7:17 7:28

7:30 7:38 7:41 7:46 — —

FAIRFAX

CONNECTOR

For fares and important information
about the bus system, see the brochure:

Policies, Fares and General Information

Effective July 26, 2014

CUSTOMER SERVICE

www.fairfaxconnector.com
703-339-7200 - TTY 703-339-1608

e Use exact fare; drivers do not carry change. ® Use earphones with audio and video devices. i dati it tive f ;

e Smoking, eating, drinking, and littering are strictly prohibited. © Service animals are permitted on the bus. Other small animals accommodations or alternative formats are

e Strollers must be folded. are permitted only if transported in a closed pet carrier. b needed, call the Department of Transportation
at 703-877-5600, TTY 711

All Fairfax Connector buses are wheelchair accessible.
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